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Learn more by attending our  
CIBSE approved Below  
Ground Drainage CPD

Why choose a  
Cast Iron  
Below Ground   
Drainage System  
for your project

SUSTAINABILITY

•	 Made from 99% recycled content  
& 100% recyclable at end of life

•	 Third-party verified Environmental 
Product Declaration (EPD)

•	 70 year design life - due to the  
high-quality application of a Zinc  
layer in the coating process

•	 100% renewable electricity at our  
UK manufacturing plant

•	 Global emissions reduction plan 
approved by Science Based Targets 
initiative (SBTi)

CRUSH STRENGTH 

•	 Exceptional crush strength & impact 
resistance 

•	 Robust material mitigating the risk  
of damage

•	 Options to accommodate high 
pressures

•	 Long-lasting operational safety thanks 
to the robustness and stiffness (around 
700 kN.m) of cast iron and the use of 
flexible mechanical couplings

•	 No thermal aging when exposed to 
temperature fluctuations

ACCREDITATIONS 

•	 Ensign Drain compliant with standard  
EN 877 & Timesaver Drain compliant  
with EN 437

•	 Performance guaranteed with marks 
delivered by the kitemark

BIM 

•	 Fully parametric BIM library available  
for download

•	 Choose from a lite version with no 
branding or a full data version
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