
Why choose a  
Cast Iron  
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for your project

Sustainability

Fire Safety

Acoustic 
Performance

Mechanical Strength
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BIM

The total cost 
of installation

Made from 99% recycled content and 
100% recyclable at the end of life
Third party verified Environmental  
Product Declarations (EPDs)
70 year design life
100% renewable electricity at our UK 
manufacturing plant
Global emissions reduction plan  
approved by Science Based Targets 
initiative (SBTi)
Learn more by attending our  
CIBSE approved Sustainability CPD

Euroclass reaction to fire certification 
of A1 to BS EN 13501:1: 2018. The highest 
possible rating
No molten droplets and low smoke 
production in the event of fire
Excellent fire integrity thanks to  
melting point of 1,600*C
No proprietary sealing system required 
to achieve fire resistance requirements

Proven to be the quietest drainage 
system on the market through  
independent testing
The simplest way to achieve acoustic 
targets without the need for specialist 
acoustic insulation
Even tested at offsets to ensure peace 
of mind

Exceptional crush strength
Robust material mitigating the risk of damage
Options to accommodate high pressures
No thermal aging when exposed to  
temperature fluctuations

Fully parametric BIM library available for download
Choose from a lite version with no branding or  
a full data version
Speed up design by using pre-assembled stack 
BIM objects

No requirement for expansion joints nor 
fire collars
Acoustic lagging very rarely needed
Fewer brackets required than plastic 
drainage systems
Pre-assembled stacks enable vertical 
systems to be installed very quickly 
with no material wastage

Visit our website at www.pambuilding.co.uk
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